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Professional originate concentration,Quality built brand

Single Nozzle Holder Linear Motor Ultra High Speed Wireless LED Strip Mounter
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Adopts the combination of latest high-power maglev linear motor and imported grating ruler, more powerful, more accurately, we provide 10-year

warranty for the motor;

Equipped with the fourth generation of electric double motor feeder, greatly reduce the drawing and stalling phenomenon in the process of mounting,

so that mounting more smoothly;

Adopt PCB loading method of vacuum adsorption plus positioning cylinder, so that the FPCB in the process of mounting can keep stable and smooth,

Improve the mounting accuracy

Adopt castiron machine frame,make sure the machine can keep the fuselage stable in the process of high speed working.

o FMAREBIHWNE XKL

® Fourth generation of double motor
electric Feeder
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® HIINAKINFREIFHZKBI
® New high power magnetic
levitation linear motor

o HEFMimMEMRENXHIRTFES ¢ BmENTREMN
® Platform of vacuum adsorption plus ® German Rexroth Guide Rail
positioning cylinder
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o mEHGM
® Visual Inspection
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® NEIERIR

® Mounting Performance

ArFERIERER, URSEHEF ¢ LANGKE B/
To conqguer customers with products,to moved customers with service .
% RS % Features
£1=/Model L400
PCB

PCBR ~/PCB Size

PCBJ/EE/PCB thickness

BA: W:280mm L: PR+ Max: W:280mm L:No limitation

0.3-5mm

PCB E{i/PCB Positioning

PCB{%31%3® &/PCB Transmitting Speed

CCD#M 5z, Marks E{iZ CCD visual,Mark point positioning

320mm/s

PCB{%i% 75 [8)/PCB Transmitting Direction

B]— 5 Frontto Back

L 3=/Mounting

MG 3£ SL IR EH/Mounting Head Driver

M EiFEHZ MBIl Maglev linear motor

MG 3£ L #&/Mounting Head Amount

¥ &2/Nozzles Amount

L 3£ 45 FE/Mounting Accuracy

2L 2Heads

F73£181, i£i+36 18 Pcs per head,totally 36Pcs

+0.03mm

NG B 3% E/Mounting Speed

B E f7/E/Repeat Accuracy

& /\I B 18] BE/Min Mounting Gap

150000 -190000 CPH

LA R

12.5mm

& B o4k El/Components Range

0603,0805,1206,2835,3014,3528,5050,5630,5730,RGBZFLED® 3= #};
0603,0805,1206,2835,3014,3528,5050,5630,5730,RGB and other LED stripped material.

L3 iE=/Mounting Type

Nt B oS B/Component Height 10mm
XKix#i=/Feeder Amount 54/72 Pcs
KiE M ZE/Feeder Type N Ok BB 5 %ix Dual motor electric feeder

BEHYEEML Group picking and group placing

13# H #5775 ={/PCB Input/Output Method

% 4t/System

B i 2 4t/Computer System

B MR M+ K H1Ei% Vacuum Absorb + Belt transfer

Windows

R 1E#{F/Operating Software

v & Ht/Visual System

iEohiz 4 H/Motion Control Module

X. Y35 Z)

BB # 37 FF & Independent R&D by Langke

TEXFHEN, fREMRYIH, REEREANHER REB N
7 sets of optical camera, Equipped with Visual inspection for missing component alarm
(Add missing component automatically is optional)

& &/8 I iE5h1E %]k Googol/Gaochuan motion control card

B AE L HB4#l Japanese Fuji Servo Motor

T {EZERk/Working Requirement

BB iEB/Power 2 im50HZ, =#B380V+10%:; 380V AC/50Hz/3 Phase
& A#E B =/Max Power 5.0 KW

S J[E/Air Pressure 0.5-0.8Mpa

T{EIMIE R E/Temperature 23C+3

JpHZ/Dimension

SN2 R <F/Dimension 2970*2500*1550mm

EE/Weight 2680KG
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