Project Cases

2008 Peizheng 2012 American 2009 Guangzhou
Primary School Solar On-grid Solar Five Goat school Wind
Power Generation 2kw Parking lot 200KW Solar Hybrid Project

2010 Hunan 2012 Malaysia 2013 Hedong

Solar Fish Raft 6KW Electronics Wind
Zhuzhou 10KW Solar Hybrid Project 3KW

2010 Guangdong 2011 Bangladesh 2015 Philippines e - .
Farm Solar Irrigation Solar Home Manila Commercial FHRMSTBIKNIBEE R BRRRAREHRB
System 5KW System 2KW Solar Generation GLOBAL FIRST-CLASS SOLAR POWER SOLUTION PROVIDER

Project 60kw




Content Solar Power System

CO n te nt Solar power system(DC series)
LABIEN Company Profile .ot e e enneees L 1FFRER: FHHEER ;
Switching mode: manual & remote-control.
2. KPHBEAEE R Solar POWEr SYSteM ... ...o.oco oot 2= A, BHMNAEK., ALEREREFRT M.
Protect function for overload, battery overcharge &discharge,
3. MPPTAKPHAEF=4I28 Solar Charger Controller.......c..coovoveuiiceceeee e B output short circuit,etc.
4. KPHBEIE RS SOlar INVEITeI ..o e et e ee et ee e e eeene. O
5. KPRBEHEIE—/KH1Solar Energy Storage Inverter......ccoooveeeeeeiee e e 7
6. Hfth KPHBER A= Other Solar Products.........cooveiiiii . 8 N
7. TR ProJeCt CAS@S..uiiiiiie e i ettt et et et et st es s s s e e s e eae s D
Solar panel KFH#ER thifR 18V10W 18V20W 18V25W
Lead acid battery $iFRE it 12V7AH 12V12AH 12V12AH
Solar charger controller #5428 12V5A 12V5A 12V5A
Led lamp ¥T 3W*4pcs 3W*4pcs 3W*4pcs
PV cables #r%: >M 5M >M
Lamp wire and lamp holder } T3k % SM*4pcs 5SM*4pcs SM*4pcs
lset lset lset

Accessories Bt :
USB charging wire7tEE4; 1pc/Remote controliE#=Egs 1pc

Solar power system( Economical series)

1126, FEMEBEBE KR, KELE , £BHE
Integrated design, easy install and maintain.

2 REXFHMERE ;

Switch mode: manual & remote control.

~ 3T - ERATR

EA Two working mode: AC & DC.

. A HBIETTERAERERT W

A, ;;:f Faultindicator light display ,With perfect protect functions.

Solar panel X[HBEEE R 18V50W 18v80W 18V120W 18V100W*2pcs
Inverter %3588 150w 300W 300W 500W
Lead acid battery fRERE it 12V24AH 12V38AH 12V65AH 12V100AH
Solar charger controller 1=HI88 12V10A 12V10A 12V10A 12V20A
Led lamp T 3W*4pcs 3W*4pcs 3W*4pcs 5W*4pcs
PV cables 1% 10M 10M 10M 10M
Lamp wire and lamp holder §JsL& >M*4pcs SM*4pcs SM*4pcs >M*4pcs
Accessories B4 : lset lset lset lset

USB charging wire7tEE4; 1pc/Remote controliE#=ss 1pc
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Solar Power System

Solar panel XBHBER R 36V300W 36V200W*2pcs 30V275W*2pcs  30V275W*3pcs
Lead acid battery $AEEEFith 12V65AH*2pcs 12V100AH*2pcs 12V150AH*2pcs 12V200AH*2pcs
Pure sine wave inverter ¥z 24V700W 24V1KW 24V1.5KW 24V 2KW
MPPT solar charger controller #Z=#28 24V/30A 24V/30A 24\V/30A 24\VV60A
PV bracket and accessories J{A32 Rk Eoft 1set 1set 1set 1set
battery box Eith#5 1pc 1lpc 1pc 1pc
PV cables 4M2 J¢{R%k 30M 30M 30M 50M
o ) - Lset e 158
Solar panel KFHEERBIR 30V275W+4pcs 30V275W*5pcs 36V320W*6pcs
Lead acid battery $AEESFith 12V250AH*2pcs 12V150AH*4pcs 12V200AH*4pcs
Pure sine wave inverter [#253 24V3KW 48V3KW 48VAKW
MPPT solar charger controller 458 24V 60A 48V30A 48V60A

PV bracket and accessories Jt{XSZZR R et 1set lset 1set
battery box Hti#8 1pc 1pc 1pc

PV cables 4M2 Jt{R%; 50M 100M 100M
Other accessories : 1set set 1set
connecting terminalii%F/battery linefiti:

Solar panel XPHEEER AR 36V275W*10pcs 30V275W*15pcs 30V275W*20pcs
Lead acid battery $AEER 12V200AH*8pcs 12V250AH*8pcs 2V400AH*48pcs
Pure sine wave inverter j#252 96V5KW 96V6KW 96V6KW
MPPT solar charger controller 45 96V60A 96V60A 96V60A

PV bracket and accessories ¢k 2R i 1set 1set 1lpc

PV combiner box L8 / / 1pc
Lightning protection distribution box pig&ss% 1pc 1pc 1pc
battery box Ejthfg 1pc 1pc 1set

PV cables 4M2 J¢{RLL 200M 300M 400M
Other accessories B4 : 1 set 1set 1set

connecting terminaliZ&is F/battery linefjthz

Solar power system(Smart series)

1.7 BRI KB R B A/MB+ KBRS RBIER;

Charging mode: solar energy/ AC & DC hybrid.

2.MPPT# s 7B, BMERHRFIA99.7%;

The tracking rate of maximum poweris =299%

3. TEER: Bt FeflmheB fit 5t;Working mode: DC first / AC first.

4. LEDE/R: PREB., HECR., NERMBLE, BiRELk. BABRRMAB
&; LCD display: record inquiry, fault record, power curve, current curve,
daily power generation and accumulated power generation.
51R&: PRYOjE. RE. it REL . SieihIss,
fic ) Settings: Chinese and English optional, brightness, light

B (i

control,Communication (Optional ), factory recovery and battery type.
7.B 85 EMNRIPINEE, Perfect protection function.

Solar Power System

Solar power system ( Luxury series)

2 mHRERERS

MASLERR

America

Solar panel KFH8EEE IR 30V275W*30pcs 30V275W*40pcs
Lead acid battery fhEZE it =~ 2V500AH*48pcs  2V800AH*48pcs
Pure sine wave inverter 1¥ %z 96V10KW 96V10KW
MPPT solar charger controllerzsiz  96V60A*2pcs 96V60A*2pcs
PV bracket and accessories YR ST 22 R Baft 1set 1 set

PV combiner box L7 1set 1set
Lightning protection distribution box pEmE=1% 1pc 1pc
battery box Eittf& 1pc 1pc

PV cables 4M2 J¢{R%& 500M 600M
Other accessories Bgff : set set
connecting terminaliE &t F/battery lineditis

Solar panel XBHBEER B 36V310W*100pcs 36V310W*160pcs

Lead acid battery $iBEFth

Pure sine wave inverter 1¥ %2 220V30KW 220V50KW
MPPT solar charger controller 422~ 220V150A 220V150A*2pcs
PV bracket and accessories YRR Bt 1set 1 set
PV combiner box iCi7ifa 1 set 1set
Lightning protection distribution box [ E & 1pc 1pc
battery box E&jtt#5 1pc 1pc
PV cables 4M2 J¢{K%k 1000M 1200M
Other accessories Fif4 : 1 set 1set
connecting terminaliZ£is F/battery lineritiss

4

15 28ERN92% ; 92% system efficiency.

ZEIRE ;

Outputisolated transformer, safe and stable.
3.AAR=ZFEHR R ONRGEIR |, EEHOAtmel FFEHZ%

Imported Power Modules from Japan's Mitsubishi or Infineon,

Digital Control Multiple microprocessor from ATMEL of

5.5 =A{RIFINEE. Perfect protection function.

2V800AH*110pcs 2V1200AH*110pcs 2V1500AH*110pcs 2V1500AH*190pcs

36V310W*50pcs 36V310W*70pcs
2V500AH*96pcs 2V600AH*110pcs
192V15KW 220V20KW
192V100A 220V100A
1set 1set
1 set 1set
1pc 1pc
1pc 1pc
700M 800M
1set 1set
36V310W*200pcs 36V310W*330pcs
220V60KW 380V100KW
220V150A*2pcs 380V150A
1set lset
1set 2set
1pc 1pc
1pc 1pc
1500M 2000M
1set 1set



Solar Inverter

MPPT Solar Charge Controller

MPPT solar charge controller

0 Product Features
1.Iron shell and excellent heat dispersion.

B®INT  BEENRAEHRYE

2.The creative maximum power is tracking, can improve the solar system
availability dramatically and maximum conversion rate is >98%.
BIFTMERNRANRRGRA , TRERESAMHEREN FAR | RAERAEL]
1KX98%LA E;

3.The tracking rate of maximum poweris 299%.
BRANZE S IRIREEER>99%;

4. With charging mode indicator and working mode indicator Sola r inve rter
;"-L-"' 'H'I‘ b/_\\l I ""'I‘ b/_\\l .

5. Chinese and English liquid crystal (LCD) display; [> Product Features

FEVKE (LCD) BirEE

6. The components used are all first-line brands, the high temperature 1. g RE , degm
resistance is not lower than 105 °C, and the deSign life is more than 10 Wa” hanglng deS|gn, Convenlent |nsta||at|on and Slmple malntenance

2. FEEfET : AKPHEE/ & AfHEEES Charging mode: solar energy/ AC & DC hybrid.
3. TYEER - KPHBEMGSE / THEE L5 Working mode: DC first / AC first.
4, LCDE/R : iCRER. HEICR. WX ek, BiRf%. HRBERERLEE

LCD display: record inquiry, fault record, power curve, current curve,

8. Display daily power generation and cumulative power generation.

=Ty s e daily power generation and accumulated power generation.
~ . - N _I=l_ * : Y P2
> Product parameters: 5. IRE : PHENENE. RE. AR, REH. BihXE
ModelB2 TYC-20IR | TYC-30IR | TYC-40IR | TYC-50IR | TYC-60IR [TYC-40A96 TYC-50A96/TYC-60A96 Settings: Chinese and English optional, brightness, light control,
Rated voltage BERSFBE TeRs/A8@eto 48/96VAuto factory recovery and battery type.
Rated current ZREEET 20A 30A 40A 50A 60A 40A 50A 60A e o . .
Maximum protection current FE7HFH 22A 32A 42A 52A 62A 42A 52A 62A 6. TEMIRIFIEE Perfect protection function.
;j’:;:’yj_vzlzjge;e"t'f'cat'on range 12V(DC9-DCI5V);  24V(DC18-DC30V);  48V(DC36-DC60V);  96V(DC72-120V)
7 jzi/\ﬂl :;‘-E’:.- .
' > Product parameters:
MPPT Operating voltage range T{EEEBHE 12V (DC18V~DC150V) ; 24V(DC34V~DC150V); 48V(DC65V-150V); 96V(DC130-DC180V )
} 1024 = 1524 1548 2024 2048 3024 3048 4096 | 5048 | 5096
. . 12V280W | 420W 570W 700W 900W Model(TYI-) 0712 ‘ 0724 1012 ‘ 4048 6048 6096
Maximum PV input power . .
& A\ T 24V550W 840W 1130W 1400W 1700W 5540W 5600W 6800W Rated CapacityflE B E 700W(1KVA) 1000W/(1500VA) | 1500W(2000VA)| 2000W(3000VA) 3000W(5000VA) | 4000W(6000VA) 5000W(7000VA) 6000W(8000VA
= s 48V1100W 1650W = 2270W = 2800W = 3400W Voltage
Input 5 \? 12V (DC18V~DC150V) ; 24V(DC34V~DC150V); 48V(DC65V-150V); 96V(DC130-DC180V )
PV input low voltage protection point I \MERERI R 12V:DC16V;  24V:DC30V:  48V:DCE0V; 96V:DC120V RBAr E(Vac)
%ﬁg‘f”cy 30A | 30A  30A  30A 30A 60A 30A  60A  30A  60A 60A  96v60A GOA 96veoa  60A | 96ve0a
PV input low voltage recovery point #INEERS S 12V:DC18V;  24V:DC34V;  48V:DC65V; 96V:DC130V TR s(H2)
o i < argnr:g current Standard:0-30A
Limit input voltage 1RBRIMNERE DC170V DC225V Rt FEEBARIR (A)
AC output voltage
System type &AL 12/24/48V Automatic identify, 48/96VAutomatic identify ( 36V, 72Vmanual setting ) RRELHEBE(Vac) 110/220/230/240+3%
Static power consumption B#SIH4E 2W %C:;%E;ﬁ;;f:;ency 50/60+3%
DAL 4
Machine efficiency ZH13 96.5 % ; 99 %
Y 0 0 efficiency4&#asiR 285%
PV module utilization Y¢RZE{4FIFAZR 99.97%
Recommended PV module voltage #iES¢iRAEE 12V(18V-60V);  24V(36V-72V);  48V(72V-144V);96V(144V-180V) Output wavelf i Pure sine wave
Protective function {F4PTHEE PV array short circuit, overvoltage, overcEJrrent reverse polarity prc‘)tection, battery Complete protections{RIFINAE DC&AC overload,under-voltage,SPD,short-circuit,overcharge,over discharge,over-temperature,ect
overcharge, reverse protection,under voltage protection
: , b : . T e [ . Coolingie# 755 High-velocity fan coolin
Optional battery type B HEE Lead-acid battery,colloidal batteries,liquid batteries,lithium batteries (Also can be 9 Yy 9

customized for other types of battery charging)
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Solar Energy Storage Inverter

MPPT solarEnergy Storage Inverter

> Product Features

1, EERIt, RRSE , HEBE
Wall hanging design, convenient installation and simple maintenance.

2. mE&RI: KPARE/ R & KRS
Charging mode: solar energy/ AC & DC hybrid.

3. T{ri&E=l: KRB / TR {5 Working mode: DC first / AC first.

4, LCDEICRENR., WEICR. Thxihsk, B, BRBRIARKEE
LCD display: record inquiry, fault record, power curve, current curve,
daily power generation and accumulated power generation.

5. RE  pRNANER, RE. XEE. WEH. BibkE
Settings: Chinese and English optional,
brightness, light control, factory recovery and battery type.

6. TEMIRIPINEE Perfect protection function.

> Product parameters:

4060- 5060- 6060-
ModelZS ( TIC-) 0730 1030 1530 1560 2030 2060 3030 3060 4060 5060 6060
96V 96V 96V
700W(1K | IKW(1.5

- =
Rated CapacitySieS & VA) KVA)

1500W/(2000VA) 2000W(3000VA) 3000W(5000VA) 4000W(6000VA) 5000W/(7000VA) 6000W(8000VA)

Max.PV input voltage KPR B EE
(Vdc)

Max.charge currentKBREEIRERAINEETR(A) 30A 30A 30A 60A

12V (DC18V~DC150V) ; 24V(DC34V~DC150V); 48V(DC65V-150V); 96V(DC130-DC180V )
30A 60A 30A 60A 60A | 96V60A| 60A |[96V60A| 60A |96V60A

Battery voltageFgithEaE(Vdc) 12/24V | 12/24V | 24/48V | 24/48V | 24/48V | 24/48V | 24/48V | 24/48V | 24/48V | 96V 48V 96V 48V 96V

Max.PV input power ABHEEIREBRAEINIIER | 420W/84 | 420W/84 | 840W/16 | 1700W/3 | 840W/16 | 1700W/3 | 840W/16 | 1700W/3 | 840W/16
(W) ow ow 50w 400W 50W 400W 50W 400W 50W

6800W | 3400W | 6800W | 3400W | 6800W

Battery float voltageiZ7sFEE(Vdc) 12V/(13.75V); 24V(27.5V)48V(55V);96V(110V)

Battery equalizing charge voltagetg7sEE

. 12V(14.2V); 24V(28.4V);48V(56.8V);96V(113.6V)
C

AC charging current3ziR7sEEETE (A) Standard:0-30A

AC output voltageziftigitiEBE(Vac) 110/220/230/240+3%
AC output frequency3zifig 4= (Hz) 50/60+3%
efficiency#EHesiiER >85%

Output wavelgiiRz Pure sine wave

Complete protections{RiFIh&EE DC&AC overload,under-voltage,SPD,short-circuit,overcharge,over discharge,over-temperature,ect

Cooling/@#IA= High-velocity fan cooling

Other Solar Products

Solar charge controller
> Product Features
1.CPU controlled with PWM function: able to adjust the charge

current and decide if to supply the loads electricity according to

the voltage of battery;
2.LCD monitor: showing the charging current, battery voltage,

environment temperature and real-time data of the charging
process;

Solarinverter> Product
Features

1. Pure sine wave output;
2. Peak power can carry inductive loads whose start power is

extremely high;
3.Combine multiple protection function low voltage protection,

over temperature protection, short circuit protection, over
voltage protection, overload;

Pure Sine Wavs Invertar

Solar panel

> Product Features

1.More elegant cell and module appearance;
2.Excellent performance in low-lightirradiance environment
3.High salt mist and ammonia resistance

Solar fefigerator (DC)
> Product Features

1.Use MPPT solar charge controller, higher efficiency;
2.No cable, easy to install, operate and maintain .
3.Economical (no need to use electric).

4 .Practical (Intelligent management mode).

5.Perfect protection function

Solar street light
> Product Features

1. Allinonedesign (integrate the solar panel, lamp, battery,

controller together)
2.No cable, easy to install, operate and maintain .
3.Economical (no need to use electric).
4 .Practical (Intelligent management mode).

PVsolar pump >

Product Features

1.Use MPPT solar charge controller, higher efficiency;
2.No cable, easy to install, operate and maintain .
3.Economical (no need to use electric).
4 Practical (Intelligent management mode).
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