CHARACTERISTICS

1, Excellent weldability with stable arc, less smatter
2, Uniform bead formation
3, Excellent wire feeding performance and

high deposition rates

TYPICAAPPLIGTIONS

1,Suitable for welding of low carbon 18%Cr-8%Ni

Austenitic stainless steel(SUS 301, 304(L), 308(L))
2,Pressure vessels, tanks used in dairy, pulp and
paper, textile dyeing, refinery and chemical equipment
3,Especially suitable for automatic welding of H-fillet
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ELElRIEON CHEMICACOMRSTION$W1%, ALLWELD ETALTYPCAL

AWS A5.22 E308LT1-1/4

C Si Mn P S Ni Cr
ENISO 17633-A-T199LPC/M1

0.028 0.60 1.61 0.012 0.01 10.10 19.42

WELDING POSITIONS (ISO/ASME)

AVALABLESIZES(DKA.)
JEEET o
N
PA/1G PB/2F PCI2G PF/3Gu PE/AG

PACKAGINDETALS

EQUIVALENTIO 5/15kg Spools

CURRENTYPE

DC

MECHANTALPRMERTES ALLWELD MTAL,TYPCAL

Yield Strength  Tensile Strength

Condition Shielding Gas
g (mpa) (mpa)

Elongation(%)

9
AW 100% CO2 or 507 590 42

80% Ar+20% CO2




