TecMig

The pro's choice

CHARACTERISTICS -

1, Excellent mechanical properties
2, Good anti-crack performance
3, Good weldablity including stable acr,
minimum spatters and uniform bead formation

SIZE AMPS

1.6mm 170-390A

TYPICAAPPLIGTIONS

1,High-rise building with high earthquake
resistant requirement

2,Bridges

3, Engineering machinery

S3HIM dIT0S FTSNIL HOIH AOT1V MO

CHARACTERISTICS CHEMICACOMRSTION$Wt%, ALLWELD MTAL,TYPCAL

AWS A5.28 ER120S-G C Si Cr Mn Mo Ni P S
ENISO 16834-A-G 694 M21 2 008 054 032 172 035 0.7 0.008 0.009

WELDING POSITIONS (ISO/ASME)

E E IE ED 1.2mm/1.6mm

PA/1G PB/2F PCI2G PF/3Gu PE/AG PACKAGIGDETALS

AVALABLESIZES(DA.)

15kg Spools ,250/350kg Drums

EQUIVALENTIO

CURRENT TYPE

DC

MECHANZALPRMERTES ALLWELD HMTAL,TYPCAL

. - Yield Strength  Tensile Strength . Charpy V
Condition Shielding Gas (mpa) (mpa) Elongation(%) notch 3
AW 80% Ar+20% CO2 745 862 17 -40¥ 70

‘

TM WELDING (WUHAN) CO., www.tecmig.com



